
TYPICAL DETAIL : HIGH QUALITY PAVING 
SCALE:  1:20 @A1

01

JOINT : 2-5mm TOOLED RAPID SET
- JOINTING MORTAR COLOUR TO MATCH PAVING

SUB SURFACE FINISH
- REFER TO ENGINEER'S SPECIFICATION

EXISTING GROUND CONDITION

80

SECTION

HIGH QUALITY PAVING

MORTAR BED
- REFER TO ENGINEER'S SPECIFICATION

SAND BEDDING
- REFER TO ENGINEER'S SPECIFICATION

TYPICAL DETAIL: PERMEABLE BLOCK PAVING
SCALE:  1:20@A1

02

SECTION

PERMEABLE PAVING

2-5mm JOINT
SAND FILLING

SUB SURFACE FINISH
- REFER TO ENGINEER'S SPECIFICATION

EXISTING GROUND CONDITION

TYPICAL DETAIL: HIGH QUALITY PAVING ON CONCRETE SLAB
SCALE:  1:20 @A1

03

GRANULAR SUB-BASE
- REFER TO ENGINEER'S SPECIFICATIONS

MORTAR BED
- REFER TO ENGINEER'S SPECIFICATIONS

JOINT: 2-5mm TOOLED RAPID SET
- JOINTING MORTAR COLOUR
TO MATCH PAVING

HIGH QUALITY PAVING

SECTION

DRAINAGE AND WATERPROOFING
- REFER TO ARCHITECT'S DETAIL

CONCRETE SLAB OR SUB-BASE
- REFER TO ENGINEER'S SPECIFICATIONS

15mm COLOURED EPDM RUBBER CRUMB LAYER
- COLOURS: TBD

GRANULAR SUB-BASE
- REFER TO ENGINEER'S  SPECIFICATIONS

TYPICAL DETAIL: SOFT POUR SURFACE
SCALE:  1:20@A1

04

SBR LAYER BASE LAYER
- DEPTH IN ACCORDANCE WITH STANDARD
  REQUIREMENTS REGARDING CRITICAL FALL HEIGHTS

SECTION

SUB SURFACE FINISH
- REFER TO ENGINEER'S SPECIFICATION

EXISTING GROUND CONDITION

100mm MIN SELF
BINDING GRAVEL

TYPICAL DETAIL: SELF BINDING GRAVEL
SCALE:  1:20@A1

05

COMPACTED SOIL / SUB-BASE
- REFER TO ENGINEER'S SPECIFICATIONS
(OR NATIVE SUBSOIL)

GEOTEXTILE

SECTION

2%

PIN CONCRETE KERB
50X150X900mm

50

TYPICAL DETAIL: PIN KERB
SCALE:  1:10 @A1

08

CONCRETE FOOTING
- REFER TO ENGINEER'S
SPECIFICATIONS

ADJACENT SURFACE

ADJACENT SURFACE

EXISTING GROUND CONDITION

SOLDIER COURSE

CONCRETE FOOTING
- REFER TO ENGINEER'S
SPECIFICATIONS

TYPICAL DETAIL: SOLDIER COURSE EDGING
SCALE:  1:10 @A1

08

2%

CONCRETE
KERB

25
0 10

0

200

TYPICAL DETAIL : RAISED KERB
SCALE:  1:10 @A1

10

CONCRETE FOOTING
- REFER TO ENGINEER'S
SPECIFICATIONS

CARRIAGEWAY
- REFER TO ENGINEER'S
SPECIFICATIONS

STEEL EDGE

FIXING PIN AND
SLEEVE SYSTEM TO BE INSTALLED
@ 2M CENTRES OR AS REQUIRED
FOR ADDITIONAL SUPPORT.

TYPICAL DETAIL: STEEL EDGING
SCALE:  1:10@A1

07

ADJACENT SURFACE

2%

CONCRETE
KERB

25
0

200

TYPICAL DETAIL : FLUSH KERB
SCALE:  1:10 @A1

09

CONCRETE FOOTING
- REFER TO ENGINEER'S
SPECIFICATIONS

CARRIAGEWAY
- REFER TO ENGINEER'S
SPECIFICATIONS

TYPICAL TACTILE BLISTER PAVING TO CROSSING POINTS
SCALE:  1:5@A1 - SUBJECT TO FURTHER DETAILED DESIGN

11

50 MORTAR BEDDING

400

400

40
0

50
50

PLAN

SECTION

400MM (L) X 400MM (W) X
50MM (D)

TACTILE BLISTER PAVING

400MM (L) X 400MM (W) X
50MM (D)

TACTILE BLISTER PAVING

HARD LANDSCAPE DETAILS - PAVING AND EDGES

L1-900

AS SHOWN @ A1
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